Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Square Body High-Speed Fuse-Links AC Protection

The 690/700V Protistor® fuse-links provide maximum flexibility in equipment design
and ultimate protection for today’s power conversion equipment. These square body
fuse-links are available in different body sizes, each size having multiple worldwide
acceptable mounting styles.

The Protistor® have been engineered to provide state-of-the-art protection for
semiconductors: diodes, thyristors and IGBT devices. Fuses are assembled with
pure silver, die-cut elements embedded in solidified sand, which helps control arcing
characteristics for a lower I?t and high interrupting rating level. All contact surfaces
are silver plated and all hardware is non-magnetic.

Each fuse-link can be equipped with a low voltage trip-indicator which can operate a
field mountable microswitch.

Features Benefits

Multiple body sizes and terminals or blades combination
aR Class according to IEC 60269-4 and VDE 636-23
Very low I?t for improved semiconductor protection

Ultra fast acting

Current limiting

Superior cycling capability

Applications

® Protection of inverters, motor drives, UPS systems and similar 690V or less
equipments.

Technical data overview

Voltage Range AC 450 ... 690 VAC
Ampere Range (A) 450 ... 2500 A
Speed/Characteristic aR

I.R.AC 110 ... 200 kA
Product Size 33

Semiconductor Protection Fuses / DS-PFC63AE-04-0615
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Standards

IEC 60269-4 Compliance
UL/CSA Recognized E76491
CCC 1359.4
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Product range

Size 33 type DIN8O blades

Catalog

number

Standard Terminal

Rated

Reference
number

(IEC)

PC33UD69V450A T302168 690V
PC33UD69V500A G300248 690V
PC33UD69V550A H300249 690 V
PC33UD69V630A  J300250 690 V
PC33UD69V700A K300251 690 V
PC33UD69V800A  L300252 690 V
PC33UD69V900A M300253 690V
PC33UD69V1000A N300254 690V
PC33UD69V1100A P300255 690 V
Reinforced Terminal

PC33UD69V1250A Q300256 690V
PC33UD69V1400A R300257 690V
PC33UD65V1500A M235071 600 V
PC33UD60V1600A X301803 600V
PC33UD60V1800A E301971 600 V
PC33UD60V2000A A302657 550V

Size 33 type DIN110 blades

Catalog

number

Standard Terminal
PC33UD69V450D1A
PC33UD69V500D1A
PC33UD69V550D1A
PC33UD69V630D1A
PC33UD69V700D1A
PC33UD69V800D1A
PC33UD69V900D1A
PC33UD69V10CD1A
PC33UD69V11CD1A

Reference =

number (IEC)

Reinforced Terminal

PC33UD69V12CD1A
PC33UD69V14CD1A
PC33UD65V15CD1A
PC33UD60V16CD1A
PC33UD60V18CD1A
PC33UD60V20CD1A

V302169 690 V
S300258 690 V
T300259 690 V
V300260 690V
W300261 690 V
X300262 690 V
Y300263 690 V
Z300264 690V
A300265 690 V
B300266 690 V
C300267 690 V
H301974 600 V
7301437 600V
- 600 V
S$1015765 550 V

voltage AC

voltage AC

Rated

voltage AC

(UL)

700 V
700 V
700 V
700 V
700 V
700 V
700 V
700 vV
700 V

700 V
700V
650 V
650 V
650 V
600 V

Rated

voltage AC

(Ur)

700 V
700 V
700 V
700 V
700 V
700 V
700 V
700 V
700 V

700 V
700 V
650 V
650 V
650 V
600 V

Rated
current I,

450 A
500 A
550 A
630 A
700A
800 A
900 A
1000 A
1100 A

1250 A
1400 A
1500 A
1600 A
1800 A
2000 A

Rated

450 A
500 A
550 A
630A
700A
800 A
900 A
1000 A
1100 A

1250 A
1400 A
1500 A
1600 A
1800 A
2000 A
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current I,

Pre-arcing It

13.45 kA%s
19 kA%s
27 kA%s
40 kA%s
57 kA%s
93 kA?s
130 kA%s
170 kA%s
240 kA%s

355 kA%s
465 kA%s
470 kA%s
555 kA%s
720 kA%s
950 kA%s

13.45 kA?s
19 kA%s

27 kA%s
40 kAs
57 kA%s
93 kA%
130 kA%s
170 kA%s
240 kA%s

355 kA%s
465 kA?s
470 kA?s
500 kA%s
720 kA%s
950 kA%s

Pre-arcing It

Clearing
It at Rated
Voltage

87 kA%s
110 kA?s
155 kA?s
230 kA?s
330 kA%s
540 kA%s
770 kA%s
990 kA%s
1390 kA?s

2053 kA?s
2700 kA?s
2500 kA?s
2900 kA?s
3870 kA%s
4500 kA?s

Clearing

Voltage

It at Rated

Rated breaking | Power dissi-

capacity AC

200 kA
200 kA
200 kA
200 kA
200 kA
200 kA
200 kA
200 kA
200 kA

200 kA
200 kA
160 kA
160 kA
160 kA
150 kA

Rated
[JCEL 6]

pation at I,

88 W
105 W
110 W
120 W
125 W
130 W
135 W
155 W
160 W

180 W
200 W
210 W
240 W
225 W
250 W

capacity AC

87 kA%s 200 kA
110 kA%s 200 kKA
155 kA?s 200 kA
230 kA%s 200 KA
330 kA%s 200 kA
540 kA%s 200 kA
770 kA%s 200 kA
990 kA%s 200 kA
1390 kA?s 200 kA
2053 kA?s 200 kA
2700 kA?s 200 kA
2500 kA?s 160 kA
2900 kA?s 160 kKA
3870 kA%s 160 kA
4500 kA?s 150 kA

88 W
105 W
110 W
120 W
1256 W
130 W
135 W
155 W
160 W

180 W
200 W
210 W
240 W
260 W
290 W

810 g
810 g
810 g
810 g
810 g
810 g
810 g
810 g
810 g

890 g
890 g
890 g
890 g
890 g
890 g

8754
875¢g
8759
8754
875¢g
875¢g
87549
8754
8754

1070 g
1070 g
1070 g
1070 g
1070 g
1070 g

PC33UD69V1100A

Package

W W W W W W W w W

W W W W w W

Package

W W W W W W W W w

W W W W w W

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet.
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Product rang

e

Size 33 type EF style notched blade connections

Rated

Reference

number

Standard Terminal

PC33UD69V450EF
PC33UD69V500EF
PC33UD69V550EF
PC33UD69V630EF
PC33UD69V700EF
PC33UD69V800EF
PC33UD69VO00EF
PC33UD69V1000EF
PC33UD69V1100EF

Reinforced Termi
PC33UD69V1250EF
PC33UD69V1400EF
PC33UD60V1500EF
PC33UD60V1600EF
PC33UD60V1800EF
PC33UD55V2000EF

Size 33 type Kl short slotted blades

7300218
A300219
B300220
C300221
D300222
E300223
F300224
G300225

nal
H300226
J300227

Reference
number

Standard Terminal

A069UD33KI450 -

A070UD33KI500  W300238
A070UD33KI550  X300239
A070UD33KI630  Y300240
A070UD33KI700  Z300241
A070UD33KI800  A300242
A070UD33KI900 B300243
A070UD33KI1000 (C300244

A070UD33KI1100

D300245

Reinforced Terminal

A070UD33K11250
A070UD33K11400

E300246
F300247

A065UD33KI1500 -

A065UD33K11600

E302063

A065UD33KI1800 -
A060UD33KI2000 -
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voltage AC

(IEC)

690 V
690 V
690 V
690 V
690 V
690 V
690 V
690 V
690 V

690 V
690 V
600 V
600 V
600 V
550 V

Rated

voltage AC
(IEC)

690 V
690 V
690 V
690 V
690 V
690 V
690 V
690 V
690 V

690 V
690 V
600 V
600 V
600 V
550 V

Rated

voltage AC

(UL)

700 V
700 V
700 V
700 V
700 V
700 V
700 V
700 V
700 V

700 V
700 V
650 V
650 V
650 V
600 V

Rated

voltage AC

(UL)

700 V
700 V
700 V
700V
700 V
700 V
700 V
700 V
700 V

700 V
700 V
650 V
650 V
650 V
600 V

Rated

current I,

450 A
500 A
550 A
630A
700A
800 A
900 A
1000 A
1100 A

1250 A
1400 A
1500 A
1600 A
1800 A
2000 A

Rated

current I,

450 A
500 A
550 A
630 A
700 A
800 A
900 A
1000 A
1100 A

1250 A
1400 A
1500 A
1600 A
1800 A
2000 A

13.45 kA%s

19 kA%s
27 kA%s
40 kA%s
57 kA%s
93 kA%s
130 kA?s
170 kA%s
240 kA?s

355 kA%s
465 kA?s
470 kA%s
555 kA%s
720 kA%s
950 kA%s

Pre-arcing

13.45 kA%s
19 kA%
27 kA*s
40 kA%s
57 kA%s
93 kA%s
130 kA%s
170 kA%s
240 kA%s

355 kA%s
465 kA?s
500 kA%s
555 kA%s
720 kA%s
950 kA%s

Pre-arcing It

Clearing

It at Rated

Voltage

87 kA%s
110 kA%s
155 kA?s
230 kA%s
330 kA%s
540 kA%s
770 kA*s
990 kA%s
1390 kA?s

2053 kA?s
2700 kA?s
2500 kA?s
2900 kA?s
3870 kA?s
4500 kA?s

Clearing

It at Rated

Voltage

87 kA%s
110 kA%s
155 kA%s
230 kA%s
330 kA%s
540 kA%s
770 kA%s
990 kA%s
1390 kA%s

2053 kA%s
2700 kA?s
2500 kA?s
2900 kA?s
3870 kA?s
4500 kA?s

Rated breaking | Power dissi-

capacity AC

200 kA
200 kA
200 kA
200 kA
200 kA
200 kA
200 kA
200 kA
200 kA

200 kA
200 kA
160 kA
160 kA
160 kA
150 kA

Rated breaking
capacity AC

200 kA
200 kA
200 kA
200 kA
200 kA
200 kA
200 kA
200 kA
200 kA

200 kA
200 kA
160 kKA
160 kA
160 kA
150 kA

mersen

pation at I,

88 W
105 W
110 W
120 W
1256 W
130 W
135 W
155 W
160 W

180 W
200 W
210 W
240 W
260 W
290 W

Power dissi-
pation at I,

88 W
105 W
110W
120 W
125 W
130 W
135 W
155 W
160 W

180 W
200 W
210 W
240 W
260 W
290 W

850 g
850 g
850 g
850 g
850 g
850 g
850 g
850 g
850 g

1070 g
1070 g
1070 g
1070 g
1070 g
1070 g

850 g
850 g
850 g
850 g
850 g
850 g
850 g
850 g
850 g

1070 g
1070 g
1070 g
1070 g
1070 g
1070 g

Package

W W W W W W W W W

W W W W W W

Package

W W W W W W W W W

W W W W w W

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet.
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Product range

Size 33 type LI long slotted blades

Ej::;:nrce s:ltt(::]e AC S:Itt(:::]e AC E::f:nt I Pre-arcing It I(’::Zirll?na%ed 5:;::#;?2; ing ::::iv:r: ::slfi- Package
(IEC) (Y]} Voltage

Standard Terminal

A069UD33LI450 Y302172 690V 700 V 450 A 13.45 kA?s 87 kA%s 200 kA 88 W 8759 3
A070UD33LI500 K300228 690V 700 V 500 A 19 kA%s 110 kA?s 200 kA 105 W 875g 3
A070UD33LI550 L300229 690V 700V 550 A 27 kA*s 155 kA%s 200 kA 110 W 875g 3
A070UD33LI630 M300230 690V 700 V 630 A 40 kA%s 230 kA?s 200 kA 120 W 8759 3
A070UD33LI700 N300231 690V 700 V 700 A 57 kA%s 330 kA%s 200 kA 125 W 875g 3
A070UD33LI800 P300232 690V 700V 800 A 93 kA%s 540 kA?s 200 kA 130 W 8759 3
A070UD33LI900 Q300233 690V 700 V 900 A 130 kA?s 770 kA%s 200 kA 135 W 8759 3
A070UD33LI1000 R300234 690V 700 V 1000 A 170 kA?s 990 kAZ%s 200 kA 155 W 875g 3
A070UD33LI1100 S300235 690V 700 V 1100 A 240 kA?s 1390 kA%s 200 kA 160 W 8759 3
Reinforced Terminal

A070UD33LI1250 T300236 690V 700 V 1250 A 355 kA%s 2053 kA?s 200 kA 180 W 1105g 3
A070UD33LI1400 V300237 690V 700 V 1400 A 465 kA?s 2700 kA?s 200 kA 200 W 1105g 3
A065UD33LI1500 P300531 600V 650 V 1500 A 470 kA?s 2500 kA?s 160 kA 210 W 1105g 3
A065UD33LI1600 G301076 600V 650 V 1600 A 555 kA%s 2900 kA?s 160 kA 240 W 1105g 3
A065UD33LI1800 H301077 600V 650 V 1800 A 720 kA%s 3870 kA%s 160 kA 260 W 1105g 3
A060UD33LI2000 J301078 550 V 600 V 2000 A 950 kA?s 4500 kA?s 150 kA 290 W 1105g 3

Size 33 type TTF M12 threaded terminals PC33UD69V1250TF
Catalog Reference | vaage AC [vatage AC |28 | pr-arcng Pt |ptat Ratea | Retodbreaking | Power disi- Package
(IEC) ((V]8) Voltage
Standard Terminal
PC33UD69V450TF ~ W302170 690 V 700 V 450 A 13.45kA’s 87 kA% 200 kA 84 W 8059 3
PC33UD69V500TF V300076 690 V 700 V 500 A 19 kAZs 110 kAZs 200 kA 105 W 8059 3
PC33UD69V550TF ~ W300077 690 V 700 V 550 A 27 kA%s 155 kA%s 200 kA 105 W 8059 3
PC33UD69V6E30TF  X300078 690 V 700 V 630 A 40 kA% 230 kA% 200 kA 110 W 8059 3
PC33UD69V700TF  Y300079 690 V 700 V 700 A 57 kA%s 330 kA%s 200 kA 115 W 8059 3
PC33UD69V800TF 7300080 690 V 700 V 800 A 93 kA%s 540 kA%s 200 kA 120 W 8059 3
PC33UD69VI00TF ~ A300081 690 V 700 V 900 A 130 kA% 770 kA% 200 kA 120 W 8059 3
PC33UD69V1000TF B300082 690 V 700 V 1000A 170 kA% 990 kAZs 200 kA 135 W 8059 3
PC33UD69V1100TF  C300083 690 V 700 V 1100A 240 kA% 1390 kAZs 200 kA 135 W 8059 3
Reinforced Terminal
PC33UD69V1250TF  D300084 690 V 700 V 1250 A 355 kA% 2053 kA%s 200 kA 150 W 910g 3
PC33UD69V1400TF E300085 690 V 700 V 1400 A 465 kA% 2700 kAZs 200 kA 160 W 910g 3
PC33UD60V1500TF  Y300585 600 V 650 V 1500A 470 kA%s 2500 kA%s 160 kA 210 W 910g 3
PC33UD60V1600TF 2300586 600 V 650 V 1600A 555 kA% 2900 kA%s 160 kA 210 W 910g 3
PC33UD60V1800TF A300587 600 V 650 V 1800A 720 kA% 3870 kA% 160 kA 225 W 910g 3
PC33UD55V2000TF B300588 550 V 600 V 2000A 950 kA% 4500 kAZs 150 kA 250 W 910g 3
PC33UD50V2250TF  K300757 500 VV 550 V/ 2250 A 1250 kA%s 5160 kA% 130 kA 280 W 910g 3
PC33UD45V2500TF  L300758 450 V 500 V 2500A 1870 kA%s 6540 kA?s 110 kA 280 W 910g 3

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet.
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Product range

Size 33 type TTI 1/2”-13 unified coarse threaded terminals

Reference

number

Standard Terminal

A070UD33TTI450
A070UD33TTI500
A070UD33TTI550
AQ070UD33TTI630
A070UD33TTI700
AQ070UD33TTI800
A070UD33TTI900
A070UD33TTI1000
A070UD33TTI1100

X302171
X300446
Y300447
7300448
A300449
T300443
B300450
C300451
D300452

Reinforced Terminal

A070UD33TTI1250
A070UD33TTI1400
A065UD33TTI1500
A065UD33TTI1600
A065UD33TTI1800
A060UD33TTI2000
A055UD33TTI2250
A050UD33TTI2500

E300453
F300454
F302064
$301086
T301087
V301088
W301089
Y300838

Rated
voltage AC
(IEC)

690 V
690 V
690 V
690 V
690 V
690 V
690 V
690 V
690 V

690 V
690 V
600 V
600 V
600 V
550 V
500 V
450 V

Rated
voltage AC
(UL)

700 V
700 V
700 V
700V
700 V
700 V
700 V
700 V
700 V

700V
700 V
650 V
650 V
650 V
600 V
550 V
500 V

Rated
current I,

450 A
500 A
550 A
630 A
700A
800 A
900 A
1000 A
1100 A

1250 A
1400 A
1500 A
1600 A
1800 A
2000 A
2250 A
2500 A

Semiconductor Protection Fuses / DS-PFC63AE-04-0615
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Pre-arcing It

13.45 kA%s
19 kA%s

27 kA%s
40 kA?s
57 kA%s
93 kA%s
130 kA?s
170 kA?s
240 kA%s

355 kA?s
465 kA?s
470 kA%s
555 kA?s
720 kA%s
950 kA%s
1250 kA%s
1870 kA?s

Clearing
It at Rated
Voltage

87 kA%s
110 kA%s
155 kA?s
230 kA?s
330 kA%s
540 kA%s
770 kA?s
990 kA%s
1390 kA?s

2053 kA?s
2700 kA?s
2500 kA?s
2900 kA?s
3870 kA?s
4500 kA?s
5160 kA?s
6540 kA?s

Rated breaking | Power dissi-
pation at I,

capacity AC

200 kA
200 kA
200 kA
200 KA
200 kA
200 kA
200 kA
200 kA
200 kA

200 kA
200 kA
160 kKA
160 kA
160 kA
150 kA
130 kKA
110 kKA

mersen

84 W
105 W
106 W
110W
15 W
120 W
120 W
135 W
135 W

150 W
160 W
210 W
210 W
225 W
250 W
280 W
280 W

900 g
900 g
900 g
900 g
900 g
900 g
900 g
900 g
900 g

93549
93549
935¢g
9354
935¢g
9359
935¢g
935¢g

Package

W W W W W W W W W

W W W W W W W w

MERSEN reserves the right to change, update or correct, without notice, any information contained in this datasheet.

(%}



“}93yselep syl ul pauiejuod uonewojul Aue \wu_uOC mnoyam ‘1294402 40 WU&—uQ: \wmr_ﬁr_u 0o} uﬁm_‘_ 93] S9AI9saJ NISHIN O

100

450 to 690VAC (IEC) / 700VAC (UL)

Protistor® size 33 aR
Time current characteristic curves
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

>
y

Current limiting diagram
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

’

It Multiplier coefficient

Size 33 690V
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

It Multiplier coefficient

Size 33 550V

0,8

0,7 7
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0,5
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o o
o o
N ™

400
500

Applied AC voltage (V)

Clearing I?t and arcing time correction factor

Size 33 500V
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o o o
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N ™ <
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Applied AC voltage (V)

Clearing It and arcing time correction factor
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

It Multiplier coefficient

Size 33 450V

0,9

0,8

0,7 4

06 ,

0,5

0,4

0 o o o
o o o
-~ N el

Clearing I?t and arcing time correction factor
N

Applied AC voltage (V)
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Protistor® size 33 aR

450 to 690VAC (IEC) / 700VAC (UL)

1‘.

Characteristics total It curve

Size 33 550V
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

>

Characteristics total It curve

Size 33 450V
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Peak arc voltage

Size 33 690V
1400
1300
1200
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S 1100
<
% 1000
]
=
o
g 900
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—
© 800
X
3
2 700
600
500
400
o o o o o o o
o o o o o (=3 o
-~ N @ < wn © ~
Applied AC voltage (V)
Size 33 600V
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1200 =
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©
= 900
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o
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X
3
700
n_ ad
600 »
500
400
o o o o o o o
o o o o o o o
-~ ~N ™ < 0 © ~

Applied AC voltage (V)
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Peak arc voltage

Size 33 550V
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

’

Peak arc voltage

Size 33 450V
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Dimensions

size 33 type DIN 80  (102931)

%{%ﬁ’ﬁ?ﬁgﬁg o #1\ Microswitch
]
o

T
@ D K

[ h
11.1 (]: :[)

+2.1

77
07 20 o

&

+23

110 —
0.9

|
_ 6

Indicator lever
visible after
operation of fuse

Striker is visible
after fuse link has
operated

73

78.5
73+14=

Dimensions in mm
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Dimensions

size 33 type DIN 110 (102932)

Microswitch

2
Z

=40 =

43.5

i 1]
111 q: :D
+2.1
101.6 20
+23
134.6
Striker is visible after F - j@i@? 3
fuse link has operated | y’y:fi“f?\ I =
LJ‘ T7 - 0 | L
et s
N\ v
\ I ™
M T
— |

78.5

Dimensions in mm
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Dimensions

size 33 type EF  (102930)

126 £1.3

| 48.6 max. |

| ‘{ A \\ i |
- Il
T ]
'S
\ ‘w\?ﬁg /ﬁ‘ \

- -

[ N

&L@\ X\(f //\*:::C})

( )

L = Striker is
visible after
fuse link has
operated

Indicator lever
visible after

36.6

73+14

Microswitch S
ety
\ Sl =T
\ \\H$:44
1S 1y |
VTR
T =
L e |
ﬁ BERAY
13 4 ]
o)
o
+

40

57

| 38.6 |
44.6

91+1.1

Dimensions in mm
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Protistor® size 33 aR

450 to 690VAC (IEC) / 700VAC (UL)

Dimensions

size 33 type Kl

(102929)

134 +1.3

107.6 £1.1

75.4 1.1

15.9

48.6 max.

Microswitch

Dimensions in mm

Indicator lever
visible after
operation of fuse

Semiconductor Protection Fuses / DS-PFC63AE-04-0615
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73+14

Striker is visible
after fuse link has
operated

73 1.4
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Dimensions
size 33 type Ll reinforced (109524)
JE—— 6 —
Microswitch
|
( fé I N —
il i
|
M o |
‘F e 4
== | L
I — R
=1 g
oy ]
C ) T J ooy
=2 i ST
Indicator lever
visible after
operation of fuse

153 #1.3

36.6

73+14

| Striker is
on visible after
F, fuse link has
operated
[Te)
©
~

126.6 £1.3

94.4 +1.3

15.9

48.6 max.

Dimensions in mm
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Dimensions

size 33 type TTF reinforced (107900)

Striker is visible after fuse

Microswitch link has operated

36.6
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1 L
1 -
N N
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=T ~H T <
o \ Y N | o <
0 I ‘ m g H
e JAp Y R 1NN R
r I ‘f N
- J‘ y 3
1-1 I
+0.5 - - +0.5
35 3.5
0 L 0
+1 +1
9 0 9 0 R 2 anti rotation holes @5
+1.8 =1
50.6
-0.6

Indicator lever
visible after
operation of fuse

Dimensions in mm
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Protistor® size 33 aR
450 to 690VAC (IEC) / 700VAC (UL)

Dimensions

size 33 type TTl reinforced (108835)

@ 1/2” UNC 13 threads per inch
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o0 depth
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Dimensions in mm
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